Degaussing B59***
C 1*50, S 14*1

140V / 265V

Applications

e Degaussing of picture tubes

Features

e Coated thermistor disk

e Marked with manufacturer’'s logo and
type designation

e Low residual current

e Stable performance throughout a
large number of switching cycles

35 min.

Options
TPT0529-R
e Also available on tape
. . RN

Dimensions (mm)
Type bmax | Smax | 0d Nmax Vy Rei
C 1250 13,55 50 (06 17,0
C 1450 15,0 50 |06 19,0 TR
C 1650 17,5 5,0 0,6 21,0 ’
S 1451 150 |10,0 |06 22,0
S 1461 15,0 |10,0 |0,6 22,0
S 1481 15,0 10,0 0,6 22,0
Operating temperature range (V = 0) Top -25/+125 °C

V=W Top 0/60 °C
Type inscoil (0'S) Icoil (180 S) RN | Reoil | Ordering code

(V=V\,25°C< TOp <60°C) | Q Q
App MApp

Vinax = 140 Vs, Viy = 120 Vs
C 1650 224 <40 5 |85 B59650-C1050-B70
S 1481 =25 <40 8 |35 B59481-S1050-B10
Vinax = 265 Vims: Vi = 230 Vg
C 1450 =220 <25 18 |12 B59450-C1080-B70
S 1451 >18 <25 18 |12 B59451-S1080-B10
S 1461 >16 <25 20 |15 B59461-S1080-B10
C 1250 211 <20 25 |25 B59250-C1080-B70
100 Siemens Matsushita Components
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