
World’s lowest current consumption:
Operation = 11 microamps (no load)
Shutdown = 200 nanoamps

Wide input voltage range: 
0.9V to 12V
For VIN>VOUT, the S-8430AF operates 
as a series regulator. For VIN>VOUT, it
operates as both a step-up switching
regulator and a series regulator.
During switching regulator operation,
the series regulator attenuates the
ripple voltage.

Seiko Instruments
Seiko Instruments USA Inc.
Electronic Components Division
2990 West Lomita Blvd., Torrance, CA 90505
Phone: (310) 517-7771  FAX: (310) 517-7792

Now! Step-Up Switching Regulator And 
Step Down Series Regulator

(On a single chip…Immediate delivery from stock!)
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Seiko Instruments Is #1 In Low Current Consumption.

The S-8430AF is ideal for designers
who want to maximize battery life:
■ Cell phones and pagers
■ Glucose monitor
■ GPS terminals
■ Hand held terminals
■ Notebook computer
■ PDA
■ Portable voltmeter

And just compare these features:
■ Output voltage = 3V or 5V
■ Low input voltage down to 0.9V
■ Operating current = 11µA
■ Output current to 100mA
■ Shutdown function
■ Built-in RC oscillator (40kHz)
■ Built-in Schottky diode
■ 8 pin SOP = 5.2 x 4.4 x 1.5mm
Only $1.18 @ 1K

For complete technical information
on all of our ultra-low current ICs:
■ Switching and LDO regulators
■ Voltage detectors
■ Lithium-Ion battery protection
■ EEPROM
■ Real time clocks and timers
■ 4-bit and 8-bit microprocessors
■ Temperature sensors
Visit: www.seiko-usa-ecd.com

Order your S-8430AF today:
All American 800-573-ASAP
Schuster 800-877-6875
Sterling 800-745-5500
Reptron 800-800-5441

Immediate delivery from stock
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