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L850-03UP

Opto-Device & Custom LED

@5 MOLD LED LAMP L850-03UP

Lead ( Pb ) Free Product — RoHS Compliant

Infrared LED Lamp

L850-03UP is an AlGaAs LED mounted on a lead frame with a clear epoxy lens.
On forward bias, it emits a spectral band of radiation which peaks at 850nm.

+ Specifications + Outer dimension Unit: mm
1)Product Name Infrared LED Lamp
2)Type No. L850-03UP
3)Chip |15 max.
(1)Chip Material AlGaAs | Fmin
(2)Peak Wavelength 850nm typ. 'Bi‘o' \ R O;ﬁ’r
4)Package m [ hzwﬁ
(1)Type ®5mm clear molding ﬁ/oj !%;—O.%qio,lfu Anode
(2)Resin Material Epoxy Resin
(3)Lead Frame Soldered
+ Absolute Maximum Ratings

Item Symbol | Maximum Rated Value Unit Ambient Temperature
Power Dissipation | | Po | .10 | mWoL Ta=25°C
ForwardCurrent | I | 100 | mMA | . Ta=25"C .
Pulse Forward Current | Irp | 1000 o l.mA | Ta=25°C
Reverse Voltage | VR | . S N Ta=25"C .
Junction Temperature | o o100 LN
Thermal Resistance | Rthip | 240 | KW
Operating Temperature | ToPrR | - 30~-+85 | [T N
Storage Temperature | Tste | . .-30~+100 | LS
Soldering Temperature TsoL 265 °C

tPulse Forward Current condition: Duty=1% and Pulse Width=10us.
tSoldering condition: Soldering condition must be completed within 3 seconds at 265°C
F¥Thermal resistance: junction — ambient, leads 7mm, soldered on PCB.

¢ Electro-Optical Characteristics [Ta=25°C]
ltem Symbol Condition Minimum | Typical |Maximum| Unit
Forward Voltage VE F------ I_E_z_‘,:}_Qm_A_\_Q_C_:__________________________1214_5_ _________ :I_' 16_(_)____ V
e | | Ie=100mAtp=20ms | | 150 | 18 |
ReverseCurrent | IR | VR=SY 10 | UA
. IF=50mA DC 18.0 24.0
Total Radiated Power | PO [--omosomoromm oo oo oo oo mw
_____________ UM 0 [ie=100mA, tp=zoms || aso | M
. . IF=50mA DC 115
Radiant Intensit L At B B mW/sr
Radantintensity | ' ['i=100ma, tp=2oms | | 20 | |™ o
Peak Wavelength | 1 IF=50mADC | 835 | . 850 | . 865 | nm___.
Halfwidth | . A | IF=SOmADC | |40 nm__
Viewing Half Angle | _ ¢ 012 | IF=SOmMADC | | 13 | | deg.
RiseTime | | r | IF=50mADC | | 15 ] ns___
Fall Time tf IF=50mA DC 10 ns

tTotal Radiated Power is measured by Photodyne #500
tRadiant Intensity is measured by Tektronix J-6512.
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