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Error of 
POST card or 
it plugged by 
error 

The pin is dirty Clean it with small br, insert tz
the card and pull it out many times 

The POST card id plugged in 
wrong slot 

Distinguish carefully between ISA 
slot and PCL slot 

It is plugged in the wrong 
direction 

Make sure the component side 
should face to the power pin  

The POST card is bad  Get in touch from your dealer, 
 

Power on, the 
code is 
stopped 

The POST card is bad Check the power and CPU jumper 

The is no code export to the bus 
slot in which the POST card insert 

Try the other slot. (see “Obligatory 
content”) 

POST tails 
minaway 

Motherboard error According to error codes 
The motherboard send the error 
code to video display 

Connect the video display. 
According to the message on the 
screen to check the error,  then try 
again. 

 
Introduce of run LEDS
Only by some units and a few mainboard slot message, it could runs normally, and it has 
a low error percentage. If the card is plugged into the bad slot, the code stop changing , 
or the other LEDs are not on, but the run LED is quite possible to run normally. You can 
solve the following problems by the result of “if the run LED has lighted, the mainboard 
has ever ran”:
1.  The code of the card is bad.
2.  The card is not fit for the mainboard which you are using.
3.  PCI slot or ISA slot is bad.
4.  The card is plugged incorrectly or pins of card are dirty, or pins in slot are rusted.
5.  The mainboard stops working.
6.  The mainboard is working on programs which is out of relation to codes.


