SMD LED 1210 Green / Red G 568nm, R 635nm
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Product specifications
SMD LED Case Style Top Mount
LED Colour Green / Red
Forward Current (If) / Colour G 20mA, R 20mA
Lens Colour Transparent
Lens Shape Rectangular

Luminous Intensity / Colour

G 40mcd, R 60mcd

Peak Wavelength / Colour

G 568nm, R 635nm

Bulb Package

1210

Forward Voltage (Vf) / Colour G2V,R2V
Series 598
Viewing Angle 140°




Fackage Dimensions

AMNODE MARK

b4
|B.L1B

A
|b. D26

" SOLDERIMG TERMIMAL

1.1 |L.0a3s
| COMMOR T .
RN ANRRE 4 — .05 GE2}
MOTES:
1. DIMEMSIOMNS IMMILLIMETERS |INCHES).
A 1D ¥ L. TOLERARECE 4 [ mm UKLESS OTHEMWISE MOTED.
[ BTS
LB
|05 24 o
DIFFUSED =]
EPDXY
\I \ _I’- 1.1 |C.043
PC BOARD =
b5 BE2E
CATHODE MARK -
. -| |— 0.043[1.1mm
0.106 [2.7mm] —{ | = : ——D.GED[D.Emm
|
| 21 1
 — | ] ] -
0.079 [2.0mm] |- |
| [C~IL~I] l ~1| 0~
J 4 3
0.126 [3.2mm]
0.055 [1.4mm] —| |—
2| 1] 0.039 [1.0mm] | | |-
L i —
A | & =
! | | L1 0.138 [3.5mm]
4 | 3 0.059 [1.5mm] ‘L‘ ’_L l
e e ——— i TYP.
GREEN | RED ' | |
Outline Drawings Notes: Recammanded Soldaring Patbarm

1. All dimensions are in inches [millimeters].
2. Standard tolerance: #0.010" unless othenvise noted.




